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Aton AB06 Battery Par - IR Remote Operation

How to use the IR remote option for Aton ABO6 Battery Par

Written By: Ryan Russo

IR Controller

4 \
| 1oL

. Power on/off button

DMX button,to control DMX
address when press this
button.It is channel mode

. when double click.

. Master-slave mode bution.

. .Automatic: mode button

. Speed adjustive button

(2)

" J

. . Without function

. . Up and down button,you can choose the
program that you need or numerical.

. Strobe button

This document was generated on 2025-10-29 12:56:21 PM (MST).
© 2025 Page 1 of 4



Aton ABO06 Battery Par - IR Rem.. Guide ID: 3474 - Draft: 2025-10-29

INTRODUCTION

The Aton ABO6 Battery Par can be used with an IR remote (PARA6-AOQ) for wireless operation.
Follow these steps to set up and control a unit via the IR remote.
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Step 1 — Set the AB06 to operate via Remote

IR Controller

. Power on/off button

. DMX button,to control DMX
address when press this
button.It is channel mode
when double click.

. Master-slave mode button.

) (819) Automatic mode button

Speed adjustive button

. . Without function

. . Up and down button,you can choose the
program that you need or numerical.

Strobe button

Power the unit on with the silver
Master Power switch. Ensure the
unit is sufficiently charged.

Factory Default the unit.
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In the menu, navigate the options
to the Set Up menu. Enter the
Remote submenu, then use Up or
Down to set the option to On.
Press Enter to save the change.

@ Set Up > Remote > ON
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Step 2 — The IR Sensor and Operation Considerations

® The IR sensor itself is located on
the front glass near the LED
emitters.

® The remote must be pointed at this
sensor, almost directly. Testing
showed that no more than 20ft and
about 30° of variance was
successful.

® The silver power switch on the rear
of the unit must be set to On and
the menu should illuminate as part
of the standard power procedure.

® From this point, if the IR remote is
pointed at the sensor, the unit
should respond to wireless remote
input.

Step 3 — Using the Remote

@ It is important to note that the power button of the remote toggles outout on/off and not the unit
power. It will interrupt any running program/static output, but will not indicate visually whether the
unit is powered on correctly.

® The remote has the option to control Auto programs, Strobe function, and individual color outputs.
The up/down buttons control the various functions as the rear buttons would; for example, in the
DMX menu, you can change the address with the up/down buttons on the remote.

® The color options are toggle on/off; keep in mind that if you're looking for a static color, you may
need to disable one/more LED groups to achieve this.

® For example, 5 and 7 control White and Red respectively. If both are used, then the unit will

output a "pink".
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