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Aton ABO0O6 Battery Par - Wireless Pairing

How to pair the ABO6 with other Aton products
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INTRODUCTION

Aton units can all be set into either Transmitter (Tx) or Receiver (Rx) mode. This allows DMX input
to be transmitted using W-DMX to all connected units that are paired in Receiver mode. To get the
units to pair properly, there are a few steps you should take. Follow the instructions below to use the

ABOG6 in either mode.

This document was generated on 2025-09-09 01:39:45 PM (MST).
© 2025 Page 2 of 4



Aton ABO06 Battery Par - Wireles.. Guide ID: 2388 - Release: v0.2 [minor] 2025-09-09

Step 1 — Configuration Notes

@ Only one transmitter may be used per DMX universe. Multiple transmitting units on the same
universe may cause pairing issues.

Step 2 — To use an AB06 Par in Transmitter mode:
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® Power on the AB06 unit. Connect a valid DMX input to the unit. Once booted, enter the menu and
scroll to the Wireless menu. Press [Enter].

® Scroll to the Transmit option. Press [Enter]. Scroll to On, then press [Enter].

® Press back until you return to the main menu. Ensure previous parings have been cleared by
using the Release menu option. Select Release and press either /- to clear previous parings.

® The unit will begin to scan for any units that are in Receiver mode and will show a green signal
indicator on the screen when successfully paired.
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Step 3 — To use an AB06 Par in Receiver mode:

Wireless connection
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® Power on the ABO6 unit. Once booted, enter the menu and scroll to the Wireless menu. Press

[Enter].

® Scroll to the Receiver option. Press [Enter]. Scroll to On, then press [Enter].

® Press back until you return to the main menu. Ensure previous parings have been cleared by
using the Release menu option. Select Release and press either +/- to clear previous parings.

® The unit will begin to scan for any units that are scanning in Transmitter mode and will show a
green signal indicator on the screen when successfully paired.
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