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CHRISTIE
LITES

Aton AWO01 Transceiver - Wireless Pairing

How to pair the AWO01 with other Aton products
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INTRODUCTION

Aton units can all be set into either Transmitter (Tx) or Receiver (Rx) mode. This allows DMX input
to be transmitted using W-DMX to all connected units that are paired in Receiver mode. To get the
units to pair properly, there are a few steps you should take. Follow the instructions below to use the
AWO01 in either mode.
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Step 1 — Configuration Notes

@ Only one transmitter may be used per DMX universe. Multiple transmitting units on the same
universe may cause pairing issues.

Step 2 — To use the AWO01 in Transmitter mode:

WIRELESS DMX

SIONAL

® Power on the AWO01 Transceiver. Wait a few seconds for the unit to boot. Once you see the
Signal light, you are ready to continue. Connect a valid DMX input to the unit.

® Check to see if the RX or TX LED is on. RX is for receiver mode, TX is for transmitter mode.
Press the green button 5 times to switch between the modes.

® Once set to Tx (Transmit) mode, press the green button once to scan for available receiving
units. This will pair with all units that are currently unpaired and in Receiver mode. Repeat this
step to scan for any new units.

® After a few seconds, the signal light will turn back on and Link should show solid if any valid
receivers have been found.
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Step 3 — To use the AWO01 in Receiver mode:

® Power on the AWO01 Transceiver.
Wait a few seconds for the unit to
boot. Once you see the Signal light,
you are ready to continue.

® Check to seeifthe RX or TX LED
is on. RX is for receiver mode; TX
is for transmitter mode. Press the
green button 5 times to switch
between the modes.

® Once set to Rx (Receive) mode,
press the green button once. The
Link LED will begin to flash. The

unit will begin to scan for available
transmitters. It will locate and pair
with any scanning transmitter.

® Ensure that the antenna of the
receiver is within a reasonable
distance of the transmitter. The
signal strength LED will indicate the
quality of the connection.
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