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INTRODUCTION

To ensure the best performance and longevity of the MDG Atmosphere, it’s important to follow these
maintenance tips. Proper care will help prevent malfunctions and improve the quality of the output of

the hazer.
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Step 1 — Correct Fluid Use, Bottle, and CO2 Tank

® Use only recommended smoke fluid provided by Christie Lites.

® The MDG Atmosphere uses a pressurized tank to deliver fluid to the heating element. Ensure the
fluid reservoir is filled sufficiently prior to each use. Leave ~10mm below the threaded section so
that the tank may properly pressurize.

® The unit uses gaseous CO2/N2. A Regulator is required to reduce the pressure from the CO2
bottle to working level. The maximum pressure of the Atmosphere is 20 PSI.

Step 2 — Regular Maintenance

® There are no field-serviceable parts on the inside of the Atmosphere; the unit should not be
opened unless directed by the Technical Support team.

® The outside of the unit can be cleaned with mild soap and water.

® |f necessary, there is a drain plug (3/16" hex head) on the bottom of the unit which can be used to
drain the tank.

® Over time, the fan may accumulate dust and dirt from the environment. It may be cleaned with a
stiff brush and compressed air. The grill may be removed if necessary for deeper cleaning. Note:
if using compressed air, do not allow the fan to spin at high speeds, as this may damage the
bearings. Use an object to hold the fan blades stationary.
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Step 3 — Operating Conditions

® The unit requires 2m of space from personnel. The unit also requires 1m of open space below the
fan to operate correcily.

® When the unit is powered on, the red "power" indicator will light, as well as the yellow "heat"
indicator. This cycle will last for ~10 minutes. The unit is ready when the green "ready" indicator
light turn on, and the yellow "heat" indicator turns off.

® The system will begin a purge cycle once heating has completed. The unit is then ready to
produce haze; the quantity of this haze output can be controlled using the regulator pressure
valve. The system requires a minimum of 5 PSI and runs at a maximum of 20 PSI.

Step 4 — Proper Shut Down Procedure

® To power off the machine, first turn off the haze emission.

® Wait 1 minute for the purge cycle to complete. Do not turn off the gas bottle during this process;
the manufacturer recommends running the pressure at 10 PSI for this process.

® After the purge cycle completes, the unit may be powered down using the power button or the
power switch, and the power cable may be removed.
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XLR-5 Remote Control Connector
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the control of temperature.

2) The LED will start blinking if
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Standard remote control i
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2 Channel DMX Interface

L DM INTERFACE
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® QOur units are provided with either a standalone interface or a 2 channel DMX interface.

® The standalone interface contains the On switch and the Fog/Haze switch. Once the green
"ready" indicator has lit, the FOG switch may be pressed to begin the production of haze.

® To use the DMX remote, set your address using the dip switch interface. Note: Switch 10 is a

DMX termination switch.

® Channel control is from your first and second channel, beginning where you have set the address.
Ch.1 is Power On/Off, values +/- 50%. Ch. 2 is Haze On/Off, values above 7%.
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