
FUNCTIONAL EFFECT

PHOTOMETRICS�DIAGRAM

· 32 x RGB LED zones can be controlled individually

· 16 x CW LED can be controlled individually 

· Mul�ple units can be split-jointed with tool-free 

    junc�on buckle design

· 2 x Foldable clamps for 50mm truss

· Outstanding color mixing effect and punchy strobe effect

·�Applying the Smart Glass as frontal glass, providing changable frosted/transparent effect

·�Four op�onal smooth dimming curves to meet with different effect applica�ons

FEATURES

TECHNICAL SPECIFICATIONS

Specifica�ons

·Light Source:  672 x 0.5W RGB LED  

                             112 x 3W CW LED

·RGB Beam Angle:�101°

·RGB Field Angle: 149°

·CW Beam Angle: 108°

·CW Field Angle: 152°

Control

·�Control channels:  7/15/21/39/112/17/33/65/68/117/70

·�Protocols:  DMX512, RDM, Art-Net, sACN

·�Firmware Upgrade:  Upgrade via DMX link

Construc�on

·�Display: OLED display

·Power In/Out:  Waterproof Power Connector In/out

·�Data In/Out:   Waterproof 3/5-pin XLR and RJ45 Connector

·�Protec�on ra�ng: IP66

Electrical and Physical

·�Power Voltage Range:100-240V~ 50/60 Hz

·�Power Consump�on: 420W

·�Dimensions: 1,000 x 124 x 90 mm(39.4''x4.9''x3.5')

·�Carton Dimension:1,085 x 195 x 320mm(42.7''x7.7''x12.6'')

·�Flight Case Specifica�on(op�onal)：1,209X565X655mm(47.5”x22.2"x25.8")

                                                                     1,209X665X695mm(47.5”x26.2"x27.0")

·�Weight:  8.5kg(19 lbs)

                   10.5kg（23 lbs)（ include carton,one-pack per carton)

                   115kg(254 lbs) (Eight-pack loader case)

��������������������� 139.5kg (308 lbs) (Ten-pack loader case)
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAMCIE1931 CHROMATICITY COORDINATES
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